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NOTES 

 
THE  PRINCIPAL  CONSIDERATIONS  FOR THE  DESIGN AND  ENGINEERING  OF  RESIDENTIAL AND  COMMERC IAL 

PROPERTIES INCLUDE 

 
Å LIVABILITY AND FUNCTIONALITY 

o PRIVACY 

o SPACE UTILIZATION AND LAYOUT 

o UNIFORMITY OF STRUCTURES A ND LAND USES 

o ENVIRONMENTA LLY PLEASANT AND COMMOD IOUS 

Å PUBLIC SAFETY 

o READY ACCESS FOR FIRE, AMBULANCE AND POLICE SERVICES 

o TRAFFIC FLOW, SPEED, CONTROL AND SIGNAGE 

Å PUBLIC HEALTH 

o APPROPRIATE LAYOUT OF WATER AND SEWERAGE 

o REDUCE OR ELIMINATE POTENTIAL FOR CROSS-CONNECTIONS OF UTILITIES 
o STORMWATER DRAINAGE 

o VECTOR CONTROL 

Å COMPLIANCE WITH LAWS, REGULAT IONS AND CODES AND THE GRANTING OF APPROPR IATE AND JUSTIFIABLE 
EXCEPTIONS WHERE SUCH WAIVERS ARE AUTHORIZED. 

Å MAINTAINABILITY AND LIFE-CYCLE COST REDUCTIONS 

o ACCESS FOR CITY CREWS AND FRANCHISEES 

o APPLICATION AND USE OF ACCEPTABLE MATERIALS AND TECHNOLOGIES 

Å APPLICATION OF SOUND ENGINEERING PRACTICES TYPICAL OF THE PROFESSION 
 

 

LOCATION STANDARDS FOR WATER AND SANITARY SEWERAGE UTILITIES 
AND DRAINAGE SYSTEMS 

 
Å SANITARY SEWERS SHALL BE LOCATED IN THE REAR OF THE PROPERTY, LOTS AND BLOCKS 

Å WATER MAINS, SERVICE CONNECTIONS AND WATER METERS SHALL BE LOCATED IN THE FRONT OF LOTS 

Å STORM SEWERS SHALL BE LOCATED WITHIN OR ADJACENT TO STREET PAVEMENTS, CURBS AND GUTIERS 

Å THE DEPTH AND THE SEPARATION OF ALL UTILITIES SHALL BE SUCH THAT THE REPAIR OF SAME DOES NOT 

AFFECT THE MAINTENANCE OR REPAIR OF STREETS OR IMPERIL THE BUILDING OR RESIDENTIAL STRUCTURES 

THEREAFTER TO BE CONSTRUCTED. 

Å THE ELEVATION OF HOUSEPADS AND BUILDING FLOOR ELEVATIONS SHALL BE SUCH THAT LOT DRAINAGE IS 
TO CITY STREETS, AREA INLETS, STORM SEWERS OR NATURAL OR CONSTRUCTED CHANNELS. 
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 CITY OF ARDMORE , OKLAHOMA 

ENGINEER ING DEPARTMENT 

UTILITY EASEMENT LOCATIONS 

GENERAL GUIDANCE 

MAY 15, 2020 
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 UTILITY LINE 

TELEPHONE 
I ELECTRICAL I CABLE I SEWER I 

GAS 

2' I 6' I 2' I 4' I 4' I 2' 

DISTANCE BETWEEN PROPERTY LINE AND UTILITY LINES 

24" 
I 48" I 24" I 60" OR MORE I 

DEPTH OF UTILITY LINES 

36" 

 

 
 
 

20 FOOT EASEMENT ALONG UNPLATTED PROPERTY 

WATER AND STORM SEWER SERVICE IN FRONT OF PROPERTY 

 
ELECTRICAL SERVICE IS 6 FEET FROM SEWER; SEWER 

IS MINIMUM OF 4 FEET FROM NATURAL GAS LINE 

 
 
 
 
 
 
 
 

 
 

 

CITY OF ARDMORE, OKLAHOMA 

ENGINEERING DEPARTMENT 

UTILITY EASEMENT LOCATIONS 

DETAIL A 
MAY 15, 2020 

- - - - - - - - - -  



 

 

 

 

 

 

 
 

P L A T T E D  L O T 
 

TELEPHONE LINE 

-- - -- --- CABLE  LINE 

- - - - - - - - - -  
ELECTRICAL LINE 

 

0 PROPERTY LINE 

I · - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

0 00 

N SANITARY SEWER 

 

 
NATURAL GAS LINE 

 

 

P LA T T E D  L O T 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

20 FOOT PLATTED EASEMENT ASTR IDE THE BACK LOT LINES 

WATER AND STORM SEWER SERVICE IN FRONT OF PROPERTY 

 
ELECTRICAL LINE IS 4 FT OFF OF PROPERTY LINE; SANITARY SEWER LINE 

IS 4 FEET OFF OF OTHER SIDE OF PROPERTY LINE 

GAS LINE IS 5 FEET SEPARATED FROM SEWER LINE 

 CITY OF ARDMORE, OKLAHOMA 

ENGINEERING DEPARTMENT 

UTILITY EASEMENT LOCATIONS 

DETAIL B 
MAY 15, 2020 

 UTILITY LINE 

TELEPHONE I CABLE I ELECTRICAL I SEWER I GAS 

1' I 2' I 3' I 8' I 5' I 1' 

 DISTANCE BETWEEN PROPERTY LINE AND UTILITY LINES 
 

I 24" I 48" I 60" OR MORE I 
DEPTH OF UTILITY LINES 
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17.5 FT PERIMETER EASEMENT 

 
 
 
 
 

 

 

CITY OF ARDMORE, OKLAHOMA 

ENGINEERING DEPARTMENT 

UTILITY EASEMENT LOCATIONS 

DETAILS "C" AND "D" 

MAY 15, 2020 
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CITY SECTION MAP 

SHOWING 
APPROXIMATE 
LOCATION OF 

ADDITION 
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PUBLISHTHE FULL SCALE PLAT ON A 24X 36 SHEET 

DRAW THE ACTUAL PLAT OF THE PROPERTY CENTERED ON THE SHEET AS THE FOCAL POINT OFTHE 
PLATWITH THE SCALE AND FONT SIZE SELECTED SUCH THAT THE PLAT OF PROPERTY, DIMENSIONS, 

EASEMENTS AND LETTERING CAN BE CLEARLY READWHEN REPRODUCED ON 11X17 SHEET. 
 
 

 
APPLY DISTANCES AND BEARINGS ON EACH BOUNDARY LINE AND LABEL EACH BOUNDARY 

LINE REGARDLESS OF WHETHER OR NOT IT IS INTUITIVELY OBVIOUS. FOR EXAMPLE, 
LABEL "EAST BOUNDARY LINE OF BLOCK SUCH-AND-SO" AS AND WITH "WEST LINE 

OF ADJACENT BLOCK OR LOr SO THAT IT IS OBVIOUS THAT THE BOUNDARY OF THE 
TWO ADJACENT LOTS ARE THE SAME LINE AND THE PROPERTY LINES ARE THE SAME 

AS THE RIGHT OF WAY LINES. 
 
 

 
CLEARLY LABEL AND DIMENSION EASEMENTS, BUILDING LINES AND SETBACK LINES. 

DIMENSION ALL INTERIOR LOT LINES AND LABEL EACH BLOCK AND LOTWITH 
HORIZONTAL LETTERING WHERE FEASIBLE IN ORDER TO MINIMIZE HAVING TO TURN 

THE SHEET TO READ THE LABELS. 
 

 

CLEARLY SHOW THE DIMENSION OF THE ADJACENT RIGHTS-OF-WAY; IF TO THE 

CENTER OF THE RIGHT OFWAY,LABEL THE RIGHT OFWAY CENTER;IF 

 

DOTTED OR DASHED LINES SHOW 
GENERAL LAYOUT AND LOCATION 
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NOTES 
 

...._ 

DIMENSIONING THE TOTAL RIGHT OFWAY,SHOW THE ENTIRE RIGHT OF WAY 
AND LABEL IT AS SUCH. IF THE PLAT IS CONTIGUOUS TO A RIGHT OFWAY WITH 

AN EXISTING PAVED STREET, SHOW AND LABEL THE CENTERLINE OF THE STREET. 

I 
r   ..-..-..-..-..-..-..-..-...:E°Gi."DEscRiPT.o'N  ..-..-..-..-..-..-..-..- .·1 

METESAND BOUNDSOR BLOCK AND LOT DESCRIPTION 

 
 
 

 ENGINEER 

 
LANO SURVEYOR'S CERTIACATE STATINGTHAT THEBOUNDARY 
CORNERS HAVE BEENFOUND OR ACTUALLY SET IN THE FIELD 
PRIOR TO THE EXECUTIONOFTHE DEDICATION CERTIFICATES 

 

AND SEAL ..-....,    

,.....--......, 
CERTIFICATION 

 
I \I 

L_ J 

ANOTHE SURVEY AND PLAT MEETTHE STATE BOARD STANDARDS 
 

LAND SURVEYOR'S SIGNATURE,SEAL AND DATE I \ 
SURVEYOR'S CORPORATE ASSOCIATIONANO INDIVIDUAL 

- ; DO NOT APPLY COMPANY LOGOS, 

.... ,'1 CONTACT  INFORMATION ' I 1 REVISION OR EDITION TABLES ON L ----- - - =-- =--  ' ...._ ··-·.- ··- ..-..-..-··- .· ...._,.. , ··-··-·.- ..-..-··- .·-.·-··-··  Å I THE PLAT 

- - - - - - -- -- - 
-·.-.·- -·L- - - - - - 

 

SMALLER SCALE 
BLOCK AND LOT MAP IF 

NEEDED SHOWING 
APPROXIMATE 
LOCATION OF 

ADDITION 

GLOWING ACRES ADDITION 
A Re-Plat of Lots 3 through 8, Block 4, Billy Ray Addition, 

To the City of Ardmore, Carter County, Oklahoma 

I 



   

CITY OF ARDMORE, OKLAHOMA 

ENGINEERING  DEPARTMENT 

SAMPLE DEDICATION  PLAT TEMPLATE 

MAY 27, 2020 

NOTES 

WHERE THE SIZE OF THE PROPERTY OR DEVELOPMENT REQUIRES IT, 
SUBMIT THE PLAT IN TWO PAGES, THE FIRST OF WHICH IS THE 
DETAILED PLAT OR DRAWING, FOLLOWED BY A SECOND PAGE WITH 
THE DESCRIPTION AND THE CERTIFICATIONS. 



 
 

 
 

 
 
 
 
 
 
 
 
 
 

60' RIGHT OF WAY 

 
36' BACK TO BACK OF CURB 

 
32' PAVEMENT 

 
24' TRAFFIC LANE 

 
 
 
 
 

4' BIKE LANE (EACH SIDE) 

48" STORM SEWER 

RIGHT OF WAY CROSS SECTION SCHEMATIC 

NOT TO SCALE 
 
 
 
 

 
NOTES 

 

STANDARD RIGHT OF WAY WIDTH IN RESIDENTIAL DEVELOPMENTS IS NORMALLY 50 FEET. A LARGER RIGHT 
OF WAY WIDTH IS WARRANTED WHEN THE TRAFFIC VOLUME AND FUNCTION OF THE STREET WOULD SO 
DICTATE. WIDER PAVEMENT WIDTHS IN INDUSTRIAL DEVELOPMENTS , REGARDLESS OF TRAFFIC COUNTS, 
ARE WARRANTED WHEN TRUCK OR SEMI-TRAILER TRUCKS ARE ANTICIPATED. 

 
PRIMARY AND SECONDARY COLLECTOR STREETS WOULD QUALIFY OR REQUIRE A LARGER RIGHT OF WAY 
WIDTH TO ACCOMODATE A 36 FOOT PAVEMENT (WITHOUT BIKE LANES). THE MINIMUM BIKE LANE WIDTH IS 4 
FEET ALTHOUGH A 5 FOOT BIKE LANE ON EACH SIDE IS MORE DESIRABLE. 

 
THE PREFERRED LOCATION OF THE STORM SEWERS IS IN THE MIDDLE OF THE RIGHT OF WAY OR ALONG 
EITHER OR BOTH CURB LINES SO AS TO FACILITATE STREET DRAINAGE CONNECTIONS TO THE STORM 
SEWERS. ALTHOUGH NOT SHOWN IN THE SCHEMATIC, WATER LINES (AND THEIR APPURTENANT WATER 
SERVICES) WOULD BE LOCATED BEHIND THE CURBS BETWEEN THE CURBS AND SIDEWALKS. 

 
 
 
 
 
 
 
 
 
 
 

 
 

 

CITY OF ARDMORE, OKLAHOMA 
ENGINEERING  DEPARTMENT 

STREET    DETAILS 
MAY 15, 2020 



 
 

 
 

 

 

 
 

NOTES 

 

PERMEABLE PAVERS ARE CONSTRUCTED USING 
LAYERS OF CONCRETE OR FIRE CLAY BRICK 
SEPARATED BY JOINTS FILLED WITH CRUSHED 
AGGREGATE . THESE PAVEMENTS MAY BE USED 
IN OR ADJACENT TO CITY STREETS FOR 
TEXTURE AND AESTHETICS, PEDESTRIAN WAYS, 
CROSSWALKS, AND SIDEWALKS, PROVIDED THE 
SYSTEM IS CONSTRUCTED AS A PART OF A 
STREET STORM SEWER SYSTEM USING 
ADEQUATE UNDERDRAINS. PERMEABLE PAVER 
USE WITHIN COMMERCIAL DEVELOPMENT IS 
UNLIMITED EXCEPT WHERE PAVERS ARE 
SUBJECT TO TRAFFIC BY FIRE TRUCKS AND 
SANITATION VEHICLES. INTERLOCKED NON 
PERMEABLE PAVERS MAY BE USED IN CITY 
RIGHTS OF WAY BUT SHALL BE MAINTA INED AND 
REPAIRED BY THE PROPERTY OWNER . 

 

 

 

 

 

POROUS PAVEMENTS ARE NORMALLY BUilT 
USING A GRID STRUCTURE FILLED WITH GRAVEL 
OR  TOPSOIL  SEEDED  WITH  GRASS.     THESE 

<1  
PAVEMENTS MAY NOT BE USED IN OR ADJACENT 

TO CITY RIGHTS OF WAY OR STREETS BUT MAY 
BE USED IN BOTH PUBLIC AND PRIVATE PARKING 
AREAS, PARKS OR RECREATION AREAS NOT 
NORMALLY SUBJECT TO HIGH VOLUME OR HIGH 
SPEED TRAFFIC. 

 

 

 

 

 

 

 

 

 

 

 

 

 
PERVIOUS PAVERS ARE MANUFACTURED FROM 
STONE BONDED TOGETHER IN A POROUS 
MATRIX WHICH ALLOWS WATER TO RUN 
THROUGH   THE    PAVER    ITSELF.       AS   WITH 

<J PERMEABLE  PAVERS, THE  USE  OF  PERVIOUS 
PAVERS MAY NOT BE USED IN CITY STREETS OR 
ADJACENT THERETO UNLESS THE SYSTEM IS 
CONSTRUCTED AS A PART OF A STREET STORM 
SEWER SYSTEM USING UNDERDRAINS. 

 CITY OF ARDMORE, OKLAHOMA 

ENGINEERING   DEPARTMENT 

PAVER     DEFINITIONS 
MAY 15, 2020 



 
 

 

 

 

 

 

 

 
 

CONCRETE CURB 

CONCRETE PAVERS 

COARSE SAND BEDDING 

 

OPEN GRADED BASE AGG 
 

 

 
 

OPEN GRADED SUBBASE AGG 
 

 

GEOTEXTILE  FABRIC 
 
 

STABILIZED SOIL SUBGRADE 

8" DIA UNDERDRAIN 

 

TYPICAL PERMEABLE PAVEMENT CROSS-SECTION 
 

 

 

 

 

 

 

 

 

 

 

 

 

 
NOTES 

 

PERMEABLE PAVEMENTS MAY NOT BE USED IN OR IMMEDIATELY ADJACENT TO CITY STREET 
RIGHTS OF WITHOUT GEOTECHNICAL ANALYSES AND THE EXPRESSED CONSENT OF THE 
CITY ENGINEER. PERMEABLE PAVEMENTS MAY BE USED WITHIN PRIVATE, COMMERCIAL AND 
INDUSTRIAL DEVELOPMENT STREETS AS  THE OWNER OR  DEVELOPER SO DESIRES, 
PROVIDED THE STREET OR ACCESS LANE IS NOT REQUIRED OR LIKELY TO BE REQUIRED BY 
CITY FIRE TRUCKS, SANITATION TRUCKS OR CITY MAINTENANCE VEHICLES. 

 

IN CITY STREETS AND RIGHTS OF WAY, INTERLOCKED NON-PERMEABLE CONCRETE OR 
BRICK PAVERS MAY BE USED ROUTINELY IN CROSSWALKS, SIDEWALKS, PEDESTRIAN OR 
BIKE WAYS, PARKING LOTS AND  SPACES, OR OTHER APPROVED LOCATIONS WHERE THE 
DEVELOPMENT, NEIGHBORHOOD, DISTRICT OR AREA WOULD BENEFIT FROM THE AESTHET IC 
AS WELL AS FUNCTIONAL BENEFITS OF TEXTURED SURFACES. 

 CITY OF ARDMORE, OKLAHOMA 
ENGINEERING DEPARTMENT 

TYPICAL PERMEABLE PAVEMENT DETAILS 
MAY 15, 2020 

ITEM LABEL DESCRIPTION AND SPEC THICKNESS 
1 PAVER CONCRETE OR BRICK PAVER 4" 
2 BEDDING #8 BEDDING AGGREGATE 2" 
3 BASE #57 AGGREGATE BASE 4" 
4 SUBBASE #2 AGGREGATE SUBBASE 12" MIN 
5 CHANNEL SUBGRADE COVER AGG 12" 
6 SUBGRADE STABILIZED  SUBGRADE 12" 

AGGREGATE PER ASTM D448 

GEOTEXTILE FABRIC TO BE SPECIFIED BY CITY ENGINEER 
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UNCLASSIFIED BORROW 
COMPACT TO MINIMUM 
90/.  STD. DENSITY 

 
 
 

611    MINIMUM, ODOT  CLASS  A  3,000  PSI CONCRETE 
 

13' 

 
 
 
 
 

 

1' 8" MINIMUM  OF 6" OF  MODIFIED 

SUBGRADE COMPACTED  TO  95/. STANDARD 

DENSITY, CBR 8, PLASTICITY   INDEX 14. 
 

CONCRETE STR EET SECTION 

8" 1' 
 

 
SUBGRADE AND 
BASE  COMPACTED 

BACK  OF  CURB 

 

MINIMUM  OF 4" OF 
TYP E  "S3"  BASE 

13' 

.MINIMUM OF 

2" T YPE  "SS" SURFACE 

13' 

6" CURB 
SEE  ST-11 

 

SEE  NOTE  NO. 3 

 
 
 
 
 
 
 

 
 
 
 

 
NOTES: 

 

ASP HAL T STRE ET SEC T ION 

SUBGRADE AND 

BASE  COMPACTED 

BACK  OF  CURB. 

1. PAVING  SECTION  SHOWN  IS  MINIMUM  ALLOWED. STREET  PAVING  SHALL  BE  DESIGNED  IN  ACCORDANCE 

WITH  THE  CIT Y'S  "ENGINEERING  DESIGN  CRITERIA". 

2. DOWELS  REQUIRED  FOR  PCC  PAVING  8" THICI<, OR  GREATER, IN ACCORDANCE  WITH  STANDARD 

SPECIFICATIONS    SECTION   2304.4.A. 

3. ASPHALT  SURFACE  SHALL  BE 1/4 
11    ABOVE  EDGE OF  CONCRETE  GUTTER.  THE GUTTER  MAY  BE 

REDUCED  TO  5%" TO  ACCOMMODATE  THIS REQUIREMENT. 
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UNCLASSIFIED BORROW 

COMPACT TO MINIMUM 

90/.   STD.  DENSITY 

 
 
 

6" MINIMUM, ODOT CLASS A 3,000 PSI CONCRETE 

 
17'  17' 

 
 
 
 
 
 

8" MINIMUM OF 6" OF MODIFIED 

SUBGRADE COMPACTED TO  95/. STANDARD 
DENSITY, CBR 8. PLAST ICITY   INDEX 14. 

 

CONCRE TE STREE T SEC TIO N 

8" 
 

 
SUBGR ADE AND 

BASE  COMPACTED 

BACK  OF  CURB 

 

COMPACT TO MINIMUM 

90/. STD. DENSIT Y . 

MINIMUM  OF  4" OF 

TYPE   "S3"  BASE 

17'  

MINIMUM  OF 
2" TYPE  "S5" SURFACE 

17'  

6" CURB 

SEE ST-11 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
NOTES: 

 
ASP HALT STRE ET SEC T ION 

 
SUBGRADE AND 

BASE  COMPACTED 

BACI<   OF  CURB. 

1.  PAVING  SECTION  SHOWN  IS  MINIMUM   ALLOWED. STREET  PAVING  SHALL  BE  DESIGNED  IN  ACCORDANCE 

W ITH  THE  CITY'S  "ENGINEER ING  DESIGN  CRITERIA". 

2. DOWELS  REQUIRED  FOR  PCC   PAVING   8" THICK , OR   GREATER,  IN  ACCORDA NCE  W ITH  STANDARD 

SPECIF ICATIONS SECTION 2304 .4.A. 

3. ASPHALT  SURFACE SHALL BE 1/4" ABOVE EDGE OF CONCRETE  GUTTER . THE GUTTER  MAY  BE 

REDUCED TO 5%" TO ACCOMMODATE  THIS REQUIREMENT. 
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UNCLASSIFIED  BORROW 

COMPACT TO MINIMUM 

90/.   STD. DENSITY 

 
 

 
811   MINIMUM, ODOT CLASS A 3 ,000 PSI CONCRETE 

 
26' 26' 

VARIES V ARIES 

 
3/. 

 
 
 
 
 

 
PRINCIPAL 

MINOR 

 
 

 
1' 8" MINIMUM  OF 6" OF MODIFIED 

SUBGRADE COMPACTED TO 95/. STANDARD 

DENSITY , CBR 8, PLASTICIT Y INDEX 14. 

 

CONC RETE ST REET SEC T ION 

 
8" 

 

 
SUBGRADE  AND 
BASE   COMPACTED 

BACK   OF  CURB 
 

 
COMPACT TO MINIMUM 
90/.  STD. DENSITY. 

 
MINIMUM  OF  4" OF 
TYPE   "S3"  BASE 

26 ' 

 
MINIMUM  OF 
2" TYPE  "S5" SURFACE 

  26'   

6" CURB 
SEE ST-11 AND 
NOTE 2 

VARIES VARIES 

 
 
 
 
 
 
 
 
 
 
 
 

 
NOTES: 

 
ASPH AL T ST REET SECT ION 

 
SUBGRADE  AND 

BASE  COMPACTED 
BACK   OF  CURB . 

1. PAVING  SECTION  SHOWN  IS  MINIMUM   ALLOWED. STREET   PAVING  SHALL  BE  DESIGNED  IN  ACCORDANCE 

WITH  THE   CITY'S   "ENGINEERING  DESIGN  CRITERIA". 

2. DOWELS  REQUIRED  FOR  PCC  PAVING  8" THICK, OR  GREATER, IN  ACCORDANCE  W ITH  STANDARD 

SPECIF IC ATIONS  SECTION  2304.4.A. 

3. ASPHALT  SURFACE  SHALL  BE 1/4 
11   ABOVE  EDGE  OF  CONCRETE GUTTER.  THE  GUTTER  MAY  BE 

REDUCED TO 5:%" TO ACCOMMODATE  THIS REQUIREMENT. 

4. PAVEMENT  SECTION  TO  BE  SUPER-ELEV ATED  AT  ROADW AY  CURVES. 

 

 
 

AR TER IAL C URBAN) STREE T 




